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Variable Z = Plating / surface code

Part Material 7

Housing diecast Sn

Plastic Housing PA  GF-30

Centre Pin contact side brass Ag

Centre Pin pcb side brass Ag

Outer Contact contact
side

brass Sn

Outer Contact pcb side diecast Sn

Insulator LCP

Kodierungsvariante" X" muss in Zeichnungsnummer festgelegt            
werden, wenn eine Bestellung ausgelöst wird.

Coding Type" X" have to be stated within the drawing 
number, when an order is placed
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Tape and reel Blistergurt AGK-4885

Parts/reel (2) Stck/Gurt (2) 330

Parts/m Stck/m 50

Forward run (1) Vorlauf (1) 0,4m

After run (3) Nachlauf (3) 0,4m

Tape length Gurtlänge ca./app. 7,5m

Reel diameter Spulendurchmesser 380mm

Tape size (W) P0 P1 P2 F

44 4 20 2 20,2

 P2

  P0

 P1

 F

 W

User Direction of Unreeling
Abwickelrichtung Kunde

 For more information on the tape and reel drawing: AGK-4885
 Für weitere Angaben auf der Blistergurtzeichnung:  AGK-4885

T&R packaging is in accordance with EIA-481D and IEC-60286-3
 T&R Verpackung nach EIA-481D and IEC-60286-3
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