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Value/Wert
Unit/ 

Einheit

100 ±5 [W]

10 [GHz]

Return loss* DC - 3 GHz    ≥ 21 [dB]

3 - 6 GHz    ≥ 20 [dB]

6 - 9 GHz    ≥ 12 [dB]

DC - 3 GHz    ≤ 0,35 [dB]

3 - 6 GHz    ≤ 0,5 [dB]

6 - 9 GHz    ≤ 0,85 [dB]

DC - 3 GHz    ≥ 70 [dB]

3 - 6 GHz    ≥ 60 [dB]

6 - 9 GHz    ≥ 55 [dB]

20 [Gbit/sec.]

≥ 1 [GW]

≤ 15 [mW]

≤ 7,5 [mW]

≤ 60 [V] DC

500 [Vms]
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Einfügedämpfung

Schirmungseffizienz

Datenrate

   Rückflussdämpfung*

Teilenummer

Betriebsfrequenz bis zu
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Ausführung nach

Description

Picture

colored value means:
under validation

Part Number

Impedance (MIL-C-39012B)

 Electrical characteristics / Elektrische Eigenschaften

Impedanz (MIL-C-39012B)

Operating frequency up to

Beschreibung
Messadapter für HTP Serie

Measuring adapter for  HTP series

Design according to

Data rate

Insertion Loss

Insulation resistance Isolationswiderstand

Kontakt-Widerstand

Operating voltage

PrüfspannungProof voltage

Outer contact Außenkontakt

Contact resistance

InnenkontaktCentre contact

Betriebsspannung

Shielding Effectiveness
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Value/ Wert
Unit/ 

Einheit

≤ 10 [N]

≤ 10 [N]

≥ 500 [-]

Material/Material

Bronze

CuBe

SPS
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RoHS

IEC 60068-2-30

Trockene Wärme

Steckkraft

Federkorb

Part Number

Description

Au

Plating/Oberflächen 

5564.HTP.2610.093

Messadapter für HTP Serie
Measuring adapter for  HTP series

Vibration

While the information has been carefully compiled to the best of our knowledge, nothing is intended as representation or warranty on our part and no statement herein shall be construed 
as recommendation to infringe existing patents. In the effort to improve our products, we reserve the right to make changes judged to be necessary.
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 Notes

 Environmental influences

Mechanischer Schock

Temperaturbereich

IEC 60068-2-2   (+105°C)

Umwelteinflüsse

Mechanical shock

-40°C < T < +105°CTemperature range

Temperaturwechsel

Vibration

Engagement force

Beschreibung

 Material & plating / Material & Oberfläche

Isolator

AuCentre contact

Spring basket

Insulator

Innenkontakt

Steckzyklen

Ziehkraft

 Mechanical characteristics / Mechanische Eigenschaften

Separating force

Mating cycles

Teilenummer

according to JEDEC 020

IEC 60068-2-14

IEC 60068-2-64 Severity 1

IEC 60068-2-27

Lötprofil

Thermal change

Damp heat, cyclic

Dry heat

RoHS

Feuchte Wärme, zyklisch

Solder profile

Aufzeichnungen


